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BLDG #13 - FLOOR PLAN
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CONTRACTOR TO DEMOLISH ENTIRE BUILDINGS #10, #13 & #14 INCLUDING BUT NOT LIMITED TO ROOF, WALLS, FOUNDATIONS,
PLUMBING, MECHANICAL AND ELECTRICAL COMPONENTS, UNDERGROUND UTILITIES, ETC AND PROPERLY DISPOSE ALL MATERIALS.

IN SUCH MANNER AS TO ELIMINATE HAZARDS TO PERSONS AND PROPERTY; TO MINIMIZE INTERFERENCE
WITH USE OF ADJACENT AREAS, UTILITIES AND STRUCTURES OR INTERRUPTION OF USE OF SUCH UTILITIES; AND TO PROVIDE
FREE PASSAGE TO AND FROM SUCH ADJACENT AREAS OF STRUCTURES. PROVIDE SAFEGUARDS,
BARRICADES, TEMPORARY FENCES, WARNING LIGHTS, AND OTHER SIMILAR

INCLUDING WARNING SIGNS,
ITEMS THAT ARE REQUIRED FOR PROTECTION OF ALL

C. SPECIAL ATTENTION SHALL BE CONSIDERED WHEN ABATING AND REMOVING ANY EXISTING LEAD PAINT OR ASBESTOS. THE
CONTRACTOR SHALL BE RESPONSIBLE FOR PROVIDING AN ABATEMENT PLAN AND ALL REPORTS WITH RECOMMENDATIONS FOR THE
REMOVAL OF THESE HAZARDOUS MATERIALS. ASBESTOS AND LEAD SURVEY AVAILABLE FROM T. BROOKS AND ASSOC. FOR USE IN

D. CONTRACTOR TO SCARIFY SOIL UNDERNEATH BUILDING FOOTPRINT PLUS 5 FEET BEYOND THE PERIMETER OF THE BUILDING TO
A DEPTH 8" MINIMUM BELOW THE BOTTOM OF THE FOUNDATION. BACKFILL AND RE—COMPACT WITH SUITABLE SOIL IN LIFTS NOT

EXCEEDING 8" THICK TO A RELATIVE COMPACTION OF 90%. SOILS PLACED AS ENGINEERED FILL SHOULD BE MOISTURE

BLDG #10 - FIRST FLOOR PLAN
SCALE: 1/8"=1"-0"

,IO”

(E) COMP. ROOFING

(E) 2” INSULATION
(E) 2” CONC. ON RIB LATH

CONDITIONED TO SLIGHTLY ABOVE OPTIMUM MOISTURE CONTENT AND COMPACTED TO AT LEAST 90 PERCENT OF THE MAXIMUM
DRY DENSITY AS DETERMINED BY ASTM TEST METHOD D1357.
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BUILDING #14 (SIMILAR)
SCALE: 1/4"=1'-0"
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NOTE: BUILDING SECTIONS ARE DIAGRAMMATIC AND ARE USED FOR REFERENCE ONLY.

IT IS THE CONTRACTOR’S RESPONSIBILITY TO INSPECT THE EXISTING PROJECT SITE
BEFORE COMMENCING ANY WORK.
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